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 Signet 3-2724-00 PH-ORP Electrode & Sensors
Item#: 159001671 |  Model#: 3-2724-00  Series#: 3-2724-XX

Description:
GF Signet 3-2724-00 Flat Style PH-ORP Electrode & Sensors Temperature Element: PT1000 RTD
use w/2750 preamp for S3L-4-20mA output Threaded Process Connection : NPT

 Price:   USD $49000 

Buy Now

Technical Specification
3-2724-00 Product Specific Data

Temperature Element PT1000 RTD use w/2750 preamp for S3L-4-20mA output
Threaded Process
Connection

NPT

Series Data

Efficiency >97% @ 25 °C (77 ° F)
Operating Range pH 0 to 14 pH
Compatibility 2750 Electronics, 2760 Preamplifier
pH Temperature
Sensor

PT1000 versions are compatible with Signet 2750 pH/ORP Sensor electronics for connection to a
PLC or to the Signet 8900 MultiParameter Controller. , 3 KÎ© Balco versions are compatible with the
Signet 2760 pH/ORP preamplifier for connection to the Signet 5700 pH/ORP Monitor and the Signet
8750 pH/ORP

Process Connection ¾ in. NPT , ISO 7/1-R 3/4 , Mounts into Signet fittings
Wetted Materials pH: Ryton® (PPS), glass, UHMW PE, FPM, ORP: Ryton® (PPS), glass, UHMW PE, FPM, Platinum
Operating Temperature
Range

-10 °C to 85 °C (14 °F to 185 °F)

Operating Pressure
Range

-10 °C to 65 °C (14 °F to 149 °F): 0 to 100 psi / 65 °C to 85 °C (149 °F to 185 °F), linearity derated
100 psi to 58 psi / *Best performance for 2726-HF sensors is above 10 °C (50 °F)

Recommended Storage
Temperature

The best storage temperature for the 272X pH and ORP electrodes is 0 °C to 50 °C (32 °F to 122
°F) , The electrode glass will shatter if shipped or stored at temperature below 0 °C (32 °F) , The
performance life of the electrode will shorten if stored at temperatures above 50 °C (122 °F)

In-line Mounting Use the sensor threads , Use a Signet standard fitting up to 4 in. , Sensor can be mounted at any
angle Submersible Mounting: , Use threads on models 2750 or 2760 , Requires Â¾ inch NPT or ISO
7/1-R 3/4 male threaded liquid tight extension conduit.

Standards and
Approvals

Manufactured under ISO 9001 for Quality and ISO 14001 for Environmental Management

Product Dimensions

Weight 0.44 lb
Width 120.00 mm, 4.72 in
Height 100.00 mm, 3.94 in
Length 170.00 mm, 6.69 in

Technical Documents
Document Title Download

datasheet Click Here to Download
Specification Click Here to Download
Instruction Manuals Click Here to Download
Diessembly Click Here to Download

Accessories

http://www.pumpsandinstrumentations.com/
https://www.pumpsandinstrumentations.com/cart/add2cart/3-2724-00?quantity=1
http://www.pumpsandinstrumentations.com/do/download/3-2724-00/691512/datasheet.pdf
http://www.pumpsandinstrumentations.com/do/download/3-2724-00/691513/Specification.doc
http://www.pumpsandinstrumentations.com/do/download/3-2724-00/691514/Instruction%20Manuals.pdf
http://www.pumpsandinstrumentations.com/do/download/3-2724-00/691515/Diessembly.pdf
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ID Short Details Price

3-0700.390 GF Signet 3-0700.390 series: 0700 *pH buff er kit (1 each 4, 7, 10 pH buff er in powder
form, makes 50 ml of each)

$8.00

3-2700.395 GF Signet 3-2700.395 series: 2700 Calibration kit; includes 3 polypropylene cups, box
used as cup stand, 1 pint pH 4.01, 1 pint pH 7.00

$125.00

3-2759 GF Signet 3-2759 Series: 2759 pH/ORP System Tester Kit for all pH Instruments $682.00
3-2759.391 GF Signet 3-2759.391 Series: 2759 Adapter Cable for use with 2751 and 2760* $147.00
3822-7004 GF Signet 3822-7004 series: 3822 *pH 4.01 buff er solution, 1 pint (473 ml) bottle $38.00
3822-7007 GF Signet 3822-7007 series: 3822 *pH 7.00 buff er solution, 1 pint (473 ml) bottle $38.00
3822-7010 GF Signet 3822-7010 series: 3822 *pH 10.00 buff er solution, 1 pint (473 ml) bottle $38.00
3822-7115 GF Signet 3822-7115 series: 3822 20 gram bottle quinhydrone for ORP calibration $175.00
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